
A9220TI

segui Corghi - follow Corghi

series passenger, LigHT TrUCK Tire CHangers
Our economy tire changers are designed to supply maximum 
and outstanding performance at very competitive prices. 
State-of-the-art technology and high-quality mechanical 
components provide the reliability and userfriendliness 
that is the Corghi trademark. This tire changer with its 
simple, attractive design is easy to use and guarantees top 
performance, even in the most demanding applications. 
Add our PU1500 Power Assist Unit and you have unmatched 
capability in its class.

FeaTUres
•	Built-in table inflator with jets in the jaws.
•	Unique mount/demount head does not touch the rim 

during operation.
•	Locking handle locks head away from the rim.
•	Powerful action bead-breaker blade follows bead to 

inside rim contour.
•	Heavy-duty turntable rotates in either direction.
•	Rebuildable stainless steel cylinders.
•	Heavy-duty stainless steel turntable.
•	Safe, fast, profitable and affordable.
•	Upper arm assembly swings out-of-way.
•	Shipping weight 540 lbs.
•	Also available with air motor.
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Same features as the A9220TI
pLUs pU1500
pOWer assisT UniT
•	PU1500	power	assist	unit
•	Pneumatic	powered
•	Wheel	and	bead	pressing	arm
•	Bead	lifter
•	Maintains	bead	in	drop	center
•	Eliminates	bead	stress
•	Eliminates	wheel	damage
•	One-person	operation	to	change	even	the	most	difficult	

tires
•	Rim	clamping	assist
•	Shipping	weight	760	lbs.

A9220TI-1500

speCiFiCaTiOns
•	Rim	Clamping	External	 10”-20”
•	Optional	w/Adapter	 8”-24”
•	Internal	 13”-23”
•	Voltage	 110V	1	Ph	or	Air
•	Rim	Width	 3.5”-12.5”
•	Max.	Tire	Diameter	 42”
•	Air	Pressure	 150	psi
•	Bead	Breaker	Power	@	Shoe	 3500	lbs
•	Torque	 737	ft/lbs

sTandard aCCessOries
•	Lube Bucket
•	Lube Brush
•	Tire Lever
•	Air Tank Gauge Assembly
•	Set of Jaw Protectors
•	M/D	Head	Bottom	Inserts
•	Set of Inserts
•	B/B Blade Protector

LiMiTed WarranTY
•	5 Years on Transmission
•	1 Year on Parts and Labor


